
length width H/Weight UNIT TOTAL

Pavement with pressed cement tiles, embossed or grooved, 3 cm 

thick, laid with sand mortar and 400 kg of type 32.5 cement per 

1.00 cubic meter of sand, and grout, on an underlying foundation 

screed to be paid separately, including the cost of interruptions 

around trees, manholes, slopes, etc., and any other charges and 

supervision to deliver the work finished to perfection: dimensions of

25 x 25 cm: gray.

Total mq 15,218.36 20.92 €           318,368.09 €                   

Total mq 950.90 21.85 €           20,777.17 €                     

Pavement with pressed cement tiles, embossed or grooved, 3 cm 

thick, laid with sand mortar and 400 kg of type 32.5 cement per 

1.00 cubic meter of sand, and grout, on an underlying foundation 

screed to be paid separately, including the cost of interruptions 

around trees, manholes, slopes, etc., and any other charges and 

supervision to deliver the work finished to perfection: dimensions of

40 x 40 cm: gray.

Total mq 1,816.98 20.92 €           38,011.22 €                     

dimensions of 40 x 40 cm: red
Total mq 21.85 €           

"Prefabricated grating, provided and installed on a pre-prepared

laying surface, made of vibro-compressed concrete with type 425 

cement and washed and screened quarry and river aggregates, 

approximately 10 cm thick. The voids in various shapes within the 

structure will be filled with topsoil and subsequently seeded with 

herbaceous mixes. The price includes and covers all charges and 

supervision to deliver the work to a perfect standard, ensuring the 

precise fit of the prefabricated elements. The only exclusions are the

filling with topsoil and the seeding with herbaceous mixes. 

Measured per square meter of actual executed surface.

Permeable paving
Total mq 1696.8 16.53 €           28,048.10 €                     

RUBBER PAVEMENT - Supply of cast-in-place anti-fall rubber 

pavement approved to DIN 7926 or EN 1177 standards, with a 

thickness of 0.5 cm. Complete with metal edge for securing the 

concrete screed pavement, height 0.15 cm, with electro-welded 

mesh diameter 0.6. RUBBER PAVEMENT - Supply of cast-in-place 

anti-fall rubber pavement approved to DIN 7926 or EN 1177 

standards, with a thickness of 0.5 cm. Complete with metal edge for 

securing the concrete screed pavement, height 0.15 cm, with 

electro-welded mesh diameter 0.6 per square meter.

Total mq 82.63 €           

Round, flat, or angular iron for non-structural uses, such as railings, 

grilles, and geometric partitions, supplied and installed after 

weighing. This includes masonry work, drilling any necessary holes, 

cutting both masonry and any type of concrete, and subsequent 

leveling with cement mortar, protection, and all other charges and 

supervision.

Drainage Systems

Total kg 1290 2.43 €              3,134.70 €                       

Round, flat, or angular iron for non-structural uses, such as railings, 

grilles, and geometric partitions, supplied and installed after 

weighing. This includes masonry work, drilling any necessary holes, 

cutting both masonry and any type of concrete, and subsequent 

leveling with cement mortar, protection, and all other charges and 

supervision: compensation for iron products weighing up to 5.00 kg.

Edges and other products in Corten stee 2817 3.15 €              

Anodized aluminum of any type, for frames, doors, shutters, etc.,

including screws, clips, and any other necessary items, installed: as 

solid.

Horizontal folding closure
Total mq 202.45 €         

Small framework of fir battens or strips, nailed to the existing

framework, including lifting, related masonry work, coating the 

embedded parts with carbolineum, waste, accessory supplies, and 

all other charges and supervision: dimensions 70 x 70 mm.

Single strip length: 2.4 m
Total ml 2150.4 3.93 €              8,451.07 €                       

Planed and jointed boarding at any height, provided with a thicknes

of 22-30 mm, worked and installed to support the tile roof, 

including the necessary nailing, accessory supplies, and all charges 

and supervision: fir and pine.

Oak wood panels, dimensions 40 x 400 x 2200 mm (PERGOLA).
Total mq 149.6 32.02 €           4,790.19 €                       

TOTAL: 421,580.55 €    

Vertical load-bearing elements with a rectangular section made of 

solid or laminated wood, with visible planed surfaces, of adequate 

section, appropriately classified according to the UNI EN 338 

standard as required by current seismic design regulations, with a 

characteristic bending strength of 24 MPa. This includes transport 

and handling costs on site, installation by specialized personnel, and 

all other tasks including the inspection and acceptance of 

construction drawings provided by the manufacturer or designer. 

The price includes internal work plans, final cleaning, transport of 

differentiated waste materials to landfill, and anything else 

necessary to deliver the work finished to perfection according to the

assembly protocols established in the C.S.A or by the D.L.: solid 

wood.
Total mc € 2,780.08

First-choice timber in planks: selected national oak

Panels 19x1200x2400 mm

Total mc € 2,300.00

First-choice timber in planks: selected national oak. Laminated oak 

wood boards, dimensions L 40 x 250 cm x Th 27 mm.

Total mc € 2,300.00

 MARKET ZONE BUDGET

A.17.02.001. 0h

D.12.01.002.0a

C.01.06.008

B.01.05.046.0d

dimensions of 25 x 25 cm: red

B.01.05.046.0b

B.01.05.046.0a

Dimensions of each module: 2.5m x 2.5m x 2.5m

Dimensions of each panel: 19mm x 1200mm x 2400mm

Number of modules: 31

Of each module:

Surface area of each module

= 2.5m × 2.5m = 6.25m2

Surface area of each panel

=

0.019m  × 2.4m = 0.0456 m2

Total surface area

=

31 × 6.25m2 = 193.75m2

Number of panels

= 193.75m2 0.0456m2

≈

4250 panels

Price list for new 

construction 

projects

B.01.05.046.0c

B.01.04.002

COSTDIMENSIONS
MANUFACTURE QuantityCODE

A.08.01.007.0c

A.08.01.009.0a

Price list for new 

construction 

projects

Price list for new 

construction 

projects

A.17.02.001. 0e

PORTABLE MODULES

NOTE: By recommendation and for sustainability, commercial modules are suggested to be quoted and carried out by local artisans.


