BG
OBOCHOBKA HA NMPOrHO3HUA BIOOXXET 3A U3MNBbJIHEHWUE HA CTPOUTESICTBOTO

MporHosHaTa CTOMHOCT 3a peanusauus Ha NpoekTa e hopMmupaHa Ha 6a3a KOHLeNTyaneH rnoaxoa,
cbob6paseH ¢ hasaTa Ha KOHKYPCHOTO NPOeKTUpaHe U C M3NCKBaHWUATa Ha 3afaHneTo, 6e3 paspaboTeaHe Ha
AEeTalHN KONIMYECTBEHN CMETKMU.

MeToavKaTa 3a onpefesisiHe Ha 6lopKeTa ce 0OCHOBaBa Ha (PYHKLIMOHANHO U KOHCTPYKTUBHO 30HMpaHe Ha
MpPOeKTa, KaTo OTAESIHWUTE YacTu ca rpynupaHmn B MOA30HM C pasfiniHa CTeMeH Ha CIOXKHOCT M cneunduyHm
N3NCKBaHUSA KbM U3MbJIHEHMETO. B Taau yiornka ca pasrpaHMyYeHn OCHOBHUM TUMOBE NPOCTPaHCTBa, Cpes,
KOUTO MOA3eMHM HUBA U NapKUHIU, HaJI3eMHU NMOMELLEHMSA C 06LLEeCTBEHO NpefiHa3HaYeHne, CKNaloBe U
o6cnyxXBaHe, 3anu, hoaiteTa, Tepacy, MOKPUTH BbHLUHW NPOCTPAHCTBA, MIOWaAHN Y MapKOBM 30HM,
NMOKPWUBHM rPaJIuHN U TH.

3a Bcsika OT MOA30HNUTE € MPUIIoXKEHA OPUEHTUPOBDBYHA €AMHUYHA CTOMHOCT Ha KBaApaTeH MeTbp,
oTpassiBallla XapaKTepa Ha KOHCTPYKLMSATA, HUBOTO Ha UH)XEHEPHO o60pyBaHe, CTENEHTA Ha
[LOBBPLUNTENTHU PabOTH U TEXHOJIOrMYHATA CJIOXKHOCT Ha U3Mb/IHEHKe. LleHoBUTe HMBa ca Cbo6paseHm C
aKTyasiHaTa na3apHa KOHIOHKTYpa B CTPOUTESTHUSI CEKTOP, PEasTHN CTOMHOCTM 3a HOBO CTPOUTENCTBO U
ny6/IMYHO peannsmnpaHm 06eKTH CbC cxofeH Mallab u hyHKLMOHaHa nporpama B bbarapus.

dopmupaHaTa KpailHa CTOWHOCT nNpeacTaBnsaBa o606LieHa NPOrHo3Ha LieHa 3a CTPOUTENCTBO, KOATO Lienn
Ja aaje peanucTuMyHa NpeacTaBa 3a MHBECTULMOHHMA 06eM Ha NpoekTa, 6e3 Aa npeTeHAuMpa 3a AeTalHoCT,
npucbLLa Ha No-KbCHU NPOEKTHU hasu.

BPOrHO3EH BIOIKET: 19 368 000 EUR (6e3 /IC)

ENG
JUSTIFICATION OF THE PRELIMINARY CONSTRUCTION BUDGET

The estimated cost for the implementation of the project has been developed on the basis of a conceptual
approach, consistent with the competition design phase and the requirements of the brief, without the
preparation of detailed bills of quantities.

The methodology for determining the budget is based on functional and structural zoning of the project, with
the individual components grouped into subzones of varying levels of complexity and specific execution
requirements. Within this framework, the main types of spaces have been identified, including underground
levels and parking facilities, above-ground public spaces, storage and service areas, halls, foyers, terraces,
covered outdoor spaces, plaza and park areas, roof gardens, etc.

For each subzone, an indicative unit cost per square meter has been applied, reflecting the nature of the
structure, the level of engineering and building services, the degree of finishing works, and the technological
complexity of construction. The applied cost levels are aligned with current market conditions in the
construction sector, as well as with actual values from recent new-build projects and publicly implemented
facilities of comparable scale and functional program in Bulgaria.

The resulting total amount represents an aggregated forecast construction cost, intended to provide a realistic
indication of the project’s investment scale, without claiming the level of detail characteristic of later design
stages.

ESTIMATED BUDGET: 19 368 000 EUR (without VAT)



